INTEGRATED PEDESTRIAN UNDERPASS  |«Y.

72 CENTRAL CAMPUS DR.
SALT LAKE CITY, UT 84112
Phone: 801.255.0529

WITH RED BUTTE CREEK AT
FOOTHILL DR.

FOOTHILL DR. AND RED BUTTE CREEK INTERSECTION
SALT LAKE CITY, UTAH
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FOR ACADEMIC USE ONLY.

1. ALL WORK SHALL CONFORM TO SALT LAKE CITY STANDARDS & SPECIFICATIONS.
2. CALL BLUE STAKES AT LEAST 48 HOURS PRIOR TO THE COMMENCEMENT OF ANY CONSTRUCTION ACTIVITIES.
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FOR ACADEMIC USE ONLY.

GENERAL NOTES: PROJECT TEAM DATA: U
THE ¥

b Pep SEeT HAKE CITY STANDARDS SRALL BE FOLLOWED FOR THE DURATION OF THE PROJECT MANAGERWATER ENGINEER:  CHRISTIANP.MADSEN ~ 801.669.6295 |UNIVERSITY
| DESIGN ENGINEER/AUTOCAD: JACOB C. HANSEN 435.680.8597 OF UTAH

2 EE%'@E@ESTRQNG FOR ANY EXCAVATION MORE THAN S FT PER OSHA WATER ENGINEER: CARLIR.DOCKSTADER  435.350.6407 T2 GENTRALCAUPUS DR

3. ANY ITEMS OF HISTORIC IMPORTANCE DISCOVERED UPON FURTHER EXCAVATION STRUCTURAL ENGINEER: NATE J. NOBILI 435.236.7025 Phone: 801.255.0529
SHALL BE REPORTED TO THE PROPER AUTHORITIES. GEOTECH ENGINEER: JUN HA KIM 385.371.5720 For

4. REMOVED STORM DRAINS STRUCTURES SHALL BE RECYCLED AND REPLACED WHERE 4501 CONSTITUTION BLVD
POSSIBLE. TAYLORSVILLE, UT 84129

5. REMOVED STORM DRAIN PIPES SHALL BE RECYCLED WHERE POSSIBLE. ZONING INFORMATION: conracr.

6. PROPER DISPOSAL OF ASPHALT CONCRETE SHALL BE PERFORMED BY CONTRACTOR. LYNNIACOBS - o

7. OVERHEAD POWER LINES SHALL BE MONITORED AT ALL TIMES WHEN CRANES ARE IN VA LOCATION: "I" = INSTITUTIONAL DISTRICT
OPERATION DUE TO THE CLOSE PROXIMITY OF THE PROJECT.

8.  COMPACTION OF SOIL SHALL FOLLOW ASTM STANDARDS TO 95% COMPACTION OF IN _
SITU SOIL OR SIMILAR EQUIVALENT. INSTITUTIONAL: THE PURPOSE OF THE | INSTITUTIONAL DISTRICT IS TO REGULATE

6. EXCESS SOLL SHALL BE REMOVED FROM SITE TO A SPECIFIED LOCATION OF THE THE DEVELOPMENT OF LARGER PUBLIC, SEMIPUBLIC AND PRIVATE INSTITUTIONAL
CONTRACTOR. USES IN A MANNER HARMONIOUS WITH SURROUNDING USES. THE USES
REGULATED BY THIS DISTRICT ARE GENERALLY THOSE HAVING MULTIPLE
BUILDINGS ON A CAMPUSLIKE SETTING.

UNIVERSITY OF UTAH LOCATION: "RP" = RESEARCH PARK DISTRICT

RESEARCH PARK: THE PURPOSE OF THE RP RESEARCH PARK DISTRICT IS TO
PROVIDE A CAMPUSLIKE ENVIRONMENT FOR HIGH TECHNOLOGY RESEARCH AND
DEVELOPMENT USES AND RELATED ACTIVITIES AND TO CREATE EMPLOYMENT
CENTERS THAT MAY BENEFIT FROM BEING LOCATED NEAR THE UNIVERSITY OF
UTAH.
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FOR ACADEMIC USE ONLY.

CALL BLUESTAKES

@ 811 AT LEAST 48 HOURS

PRIOR TO THE

Know what's below.
Call efore you dig. CONSTRUCTION.

GENERAL NOTES:

COMMENCEMENT OF ANY 1. ALL SALT LAKE CITY STANDARDS SHALL BE FOLLOWED FOR THE DURATION OF THE PROJECT.

2. PROVIDE SHORING FOR ANY EXCAVATION MORE THAN 5 FT PER OSHA REQUIREMENTS.

VA BUILDING

3. ANY ITEMS OF HISTORIC IMPORTANCE DISCOVERED UPON FURTHER EXCAVATION SHALL BE
REPORTED TO THE PROPER AUTHORITIES.

4. REMOVED STORM DRAINS STRUCTURES SHALL BE RECYCLED AND REPLACED WHERE

POSSIBLE.

REMOVED STORM DRAIN PIPES SHALL BE RECYCLED WHERE POSSIBLE.

PROPER DISPOSAL OF ASPHALT CONCRETE SHALL BE PERFORMED BY CONTRACTOR.

PROPER DISPOSAL OF CONCRETE SHALL BE PERFORMED BY CONTRACTOR.

OVERHEAD POWER LINES SHALL BE MONITORED AT ALL TIMES WHEN CRANES ARE IN

OPERATION DUE TO THE CLOSE PROXIMITY OF THE PROJECT.

9. COMPACTION OF SOIL SHALL FOLLOW ASTM STANDARDS TO 95% COMPACTION OF IN SITU SOIL
OR SIMILAR EQUIVALENT.

10. EXCESS SOIL SHALL BE REMOVED FROM SITE TO A SPECIFIED LOCATION OF THE CONTRACTOR.

11. SWPPP FOR RED BUTTE CREEK DURING CONSTRUCTION.

© N oo

EXISTING SIDEWALK REMOVE EXISTING SDCB

EXISTING SEWER
PROTECT IN PLACE

REMOVE EXISTING STORM DRAIN LINE

EXISTING SIDEWALK
POWERPOLE GUYLINES

EXISTING POWER LINES (TYP.)

EXISTING SEWER MH
PROTECT IN PLACE

REMOVE EXISTING SDCB

K
A= CREE
REMOVE EXISTING SIDEWALK

REMOVE EXISTING STAIRS

PROTECT SD LINE IN PLACE

VA PEDESTRIAN BRIDGE

REMOVE EXISTING STAIRS

EXISTING SEWER
PROTECT IN PLACE

REMOVE EXISTING SIDEWALK

PROTECT EXISTING SIDEWALK
IN PLACE

EXISTING POWER LINES (TYP.)

VA BUILDING

20

@

GRAPHIC SCALE
0 10 2

(IN FEET)
HORZ: 1in=  20ft.

”~ JACOB HANSEN
V0843528

[l 3/30/2023
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SALT LAKE CITY, UT 84112
Phone: 801.255.0529
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4501 CONSTITUTION BLVD
TAYLORSVILLE, UT 84129
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GENERAL NOTES:
& 611 AT LEAST 42 HOURS U
o, COMMENCENENTOF ANY . ALL SALT LAKE CITY STANDARDS SHALL BE FOLLOWED FOR THE DURATION OF THE PROJECT. THE
Callbefoeyou g, CONSTRUCTION . PROVIDE SHORING FOR ANY EXCAVATION MORE THAN 5 FT PER OSHA REQUIREMENTS. UNIVERSITY
ANY ITEMS OF HISTORIC IMPORTANCE DISCOVERED UPON FURTHER EXCAVATION SHALL BE OF UTAH
REPORTED TO THE PROPER AUTHORITIES. T G US DR
OVERHEAD POWER LINES SHALL BE MONITORED AT ALL TIMES WHEN CRANES ARE IN B B SALT LAKE CITY, UT 84112
OPERATION DUE TO THE CLOSE PROXIMITY OF THE PROJECT. @ one B2 e
COMPACTION OF SOIL SHALL FOLLOW ASTM STANDARDS TO 95% COMPACTION OF IN SITU SOIL foR:
OR SIMILAR EQUIVALENT. 1 4501 CONSTITUTION BLVD
EXCESS SOIL SHALL BE REMOVED FROM SITE TO A SPECIFIED LOCATION OF THE CONTRACTOR. TAYLORSVILLE, UT 84129

ALL REQUIRED PERMITS SHALL BE OBTAINED PRIOR TO COMMENCEMENT OF EXCAVATION ORAPHIC SCALE A eoBs

AND/OR CONSTRUCTION. E;!_-E.:!ﬁo PHONE: 801.965.4000

(IN FEET)
HORZ: 1in= 20ft.

SITE EARTHWORKS

0 " cur. | 410 | CUYD |

NET CUT: 2,835 CU.YD

DIVERSION PIPE R26.8
PARK BENCHES
BY OTHERS

INSTALL LIGHT PER
APWA STDS

PARK AREA

12" WIDE 4" THICK CONCRETE TRAIL R64.8

EXISTING SIDEWALK

SEE DETAIL
SHEET C-400

RETAINING WALLS (TYP.)

FOOTHILL DR.
SALT LAKE CITY, UTAH

POWERPOLE GUYLINES

VA BUILDING

EXISTING POWERLINES

STREAM RETURN
W/ RIPRAP

CONCRETE TRAIL

QUTTE oREES SEE DETAIL
RED C-4001 EXISTING SEWER
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INSTALL 7 -6" INSTALL LIGHT PER
RISER STAIRS APWA STDS

VA PEDESTRIAN BRIDGE R10.0'

#. DATE: INITIAL: REASON:

SEE DETAIL
SHEET C-400 0 RETAINING WALLS (TYP.)

INSTALL 8 - 6"
RISER STAIRS
? L
4

.

SITE PLAN

PROJECT NUMBER PRINT DATE
VA BUILDING 4910.23.1.2 2023-03-30
EXISTING SIDEWALK ‘ _
EXISTING POWERLINES JACOB HANSEN

0843528 PROJECT MANAGER DESIGNED BY
3/30/2023 CPM JCH
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CALL BLUESTAKES GENERAL NOTES:

@ 811 AT LEAST 48 HOURS

N oF Ay . ALL SALT LAKE CITY STANDARDS SHALL BE FOLLOWED FOR THE DURATION OF THE PROJECT. THEU

Callbeiore you dig. CONSTRUCTON . PROVIDE SHORING FOR ANY EXCAVATION MORE THAN 5 FT PER OSHA REQUIREMENTS. UNIVERSITY

ANY ITEMS OF HISTORIC IMPORTANCE DISCOVERED UPON FURTHER EXCAVATION SHALL BE oF UTAH
REPORTED TO THE PROPER AUTHORITIES. o CENTEAL G B
OVERHEAD POWER LINES SHALL BE MONITORED AT ALL TIMES WHEN CRANES ARE IN SALT LAKE CITY. UT 84112
OPERATION DUE TO THE CLOSE PROXIMITY OF THE PROJECT. _@— Phone: 8012000529
COMPACTION OF SOIL SHALL FOLLOW ASTM STANDARDS TO 95% COMPACTION OF IN SITU SOIL FOR:
OR SIMILAR EQUIVALENT. 1 4501 CONSTITUTION BLVD
EXCESS SOIL SHALL BE REMOVED FROM SITE TO A SPECIFIED LOCATION OF THE CONTRACTOR. TAYLORSVILLE, UT 84129

ALL REQUIRED PERMITS SHALL BE OBTAINED PRIOR TO COMMENCEMENT OF EXCAVATION ) AP SEAE . eumaer

AND/OR CONSTRUCTION. E;!—-!;E: PHONE: 801.965.4000
MAX GRADE IS 1:20 ON THE CONCRETE TRAIL. (IN FEET)

HORZ: 1in=20ft.

FOOTHILL DR.
SALT LAKE CITY, UTAH

INSTALL SD COMBO #301
TOG=4772.77
FL(OUT-SW)=4759.70
FL(IN-SE)=4759.70

V. // |
- VABUILDING //

/ e » "
/ L , INSTALL 18" CLASS IIl RCP-SD INSTALL 18" CLASS 1T RCP-SD

/ /9 s $/55 93.97 L.F. @ 2.08% SLOPE 100.14 L.F. @ 5.74% SLOPE
’ / / / A

CONTRACTOR TO VERIFY DEPTH
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4750
DAYLIGHT PIPE TO DRAIN INTO CREEK

TOG=4770.24
FL(IN-NE)=4753.95
FL(OUT-W)=4753.95

INSTALL SDCB #302 \ ’ " #. DATE: INITIAL: REASON:

GRADING AND
DRAINAGE PLAN

PROJECT NUMBER PRINT DATE
4910.23.1.2 2023-04-07
i D JA(S(?SE??SSEN PROJECT MANAGER DESIGNED BY
& or - o AN 3/30/2023 CPM JCH
~_ VABUILDING ' \
/ l}
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CALL BLUESTAKES
@ 811 AT LEAST 48 HOURS
PRIOR TO THE

COMMENCEMENT OF ANY THE

CONSTRUCTION. U N IV ERS I TY

Know what's below.
Call before you dig.

FOR ACADEMIC USE ONLY.

OF UTAH

72 CENTRAL CAMPUS DR.
SALT LAKE CITY, UT 84112
Phone: 801.255.0529

FOR:
ubpoT
4501 CONSTITUTION BLVD
GRAPHIC SCALE TAYLORSVILLE, UT 84129
CONTACT:
2 0 0 20 “ I LYNN JACOBS
e | PHONE: 501 965.4000
(INFEET)
HORZ: 1in= 20ft.
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LANDSCAPING LEGEND
NATIVE TREE REPLANT
(GOLD ROCK MULCH)

INTEGRATED PEDESTRIAN UNDERPASS

BUSHES /

EDWARD GOUCHER ABELIA §%

® e

RED CLUSTERBERRY

PINK MUHLY GRASS § f DATE: INITIAL: REASON:
2:
BALLERINA HAWTHORN 3
°°<%o 4:
SHRUB ROSE a 5
88

LANDSCAPING PLAN

PROJECT NUMBER PRINT DATE
4910.23.1.2 2023-03-30
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CPM JCH

U0843528
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MATCHLINE ;‘ |

A SEE DRAWING PP- 2
12+41.81 (21.24 L) / \ \
DAYLIGHT SD PIPE o

(SN
¢

CALL BLUESTAKES

@ 811 AT LEAST 48 HOURS

PRIOR TO THE

Know what's below. COMMENCEMENT OF ANY
Call before you dig. CONSTRUCTION.

RED BUTTE CREEK

GENERAL NOTES:

1. ALL SALT LAKE CITY STANDARDS SHALL BE
FOLLOWED FOR THE DURATION OF THE
PROJECT.

2. PROVIDE SHORING FOR ANY EXCAVATION MORE
THAN 5 FT PER OSHA REQUIREMENTS.

3. ANY ITEMS OF HISTORIC IMPORTANCE
DISCOVERED UPON FURTHER EXCAVATION
SHALL BE REPORTED TO THE PROPER
AUTHORITIES.

4.  OVERHEAD POWER LINES SHALL BE MONITORED
AT ALL TIMES WHEN CRANES ARE IN OPERATION
DUE TO THE CLOSE PROXIMITY OF THE o Ll - o o] |
PROJECT. TN L N S S R A A R N

5. COMPACTION OF SOIL SHALL FOLLOW ASTM s | ~__ T - S
STANDARDS TO 95% COMPACTION OF IN SITU
SOIL OR SIMILAR EQUIVALENT.

6. EXCESS SOIL SHALL BE REMOVED FROM SITETO .
A SPECIFIED LOCATION OF THE CONTRACTOR.

7. ALL REQUIRED PERMITS SHALL BE OBTAINED
PRIOR TO COMMENCEMENT OF EXCAVATION
AND/OR CONSTRUCTION.

13+16.81 (31.26 R)

INSTALL SDCB #302

TOG=4770.24 HORIZONTAL GRAPHIC SCALE
FL(IN-NE)=4753.95

FL(OUT-W)=4753.95 10 0 5 10 20

(IN FEET)
HORZ: 1inch= 10 ft.

| OTE R . \\ <, \é\\ N

/ \ / - N / A 4 ‘ : ; ‘ . \ \

\\ VRN 2 A\ “~ / © /N N\ S \d )/\ HORIZONTAL GRAPHIC SCALE
</ 7 ~ 2N 7 NN 2\ voN N

VA TRAIL PROFILE

—ouT

JACOE HANSEN
L5520

: : : : : : : : : : : : : : : ) . : : : : . : FL(OUtW)=4753.95 : : H3V2023 : :
4752 ........ e R L S R I T T TR R e D R R L e R L T—— S R == — A\ e ST FL(JnNE).4.753.95. S R A

INSTALL 18" CLASS lll RCP-SD -
93.97 LF. @ 2.08% SLOPE

FORACADEMIC USE ONLY.

UNIVERSITY

THEU

OF UTAH

72 CENTRAL CAMPUS DR.
SALT LAKE CITY, UT 84112
Phone: 801.255.0529

FOR:
uboT

4501 CONSTITUTION BLVD
TAYLORSVILLE, UT 84129

CONTACT:

LYNN JACOBS
PHONE: 801.965.4000

FOOTHILL DR.
SALT LAKE CITY, UTAH

RATED PEDESTRIAN UNDERPASS
FINAL PLAN SET

INTEG
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FORACADEMICUSEONLY.

X

\ X MATCHLINE -

CALL BLUESTAKES \
@ 811 AT LEAST 48 HOURS \ \ X SEE DRAWING PP-3
PRIOR TO THE N\ < “

Know what's below. COMMENCEMENT OF ANY
Call before you dig. CONSTRUCTION.

GENERAL NOTES: \

1745487 (000 )
5\

o DIVERSION PIPE OUTLET

1. ALL SALT LAKE CITY STANDARDS SHALL BE
FOLLOWED FOR THE DURATION OF THE PROJECT.

2. PROVIDE SHORING FOR ANY EXCAVATION MORE
THAN 5 FT PER OSHA REQUIREMENTS.

3. ANY ITEMS OF HISTORIC IMPORTANCE
DISCOVERED UPON FURTHER EXCAVATION SHALL
BE REPORTED TO THE PROPER AUTHORITIES.

4. OVERHEAD POWER LINES SHALL BE MONITORED
AT ALL TIMES WHEN CRANES ARE IN OPERATION
DUE TO THE CLOSE PROXIMITY OF THE PROJECT.

5. COMPACTION OF SOIL SHALL FOLLOW ASTM
STANDARDS TO 95% COMPACTION OF IN SITU
SOIL OR SIMILAR EQUIVALENT.

INSTALL SD COMBO #301
TOG=4772.77
FL(OUT-SW)=4759.70
FL(IN-SE)=4759.70

6. EXCESS SOIL SHALL BE REMOVED FROM SITE TO S
A SPECIFIED LOCATION OF THE CONTRACTOR. N
7. ALL REQUIRED PERMITS SHALL BE OBTAINED N
PRIOR TO COMMENCEMENT OF EXCAVATION N
AND/OR CONSTRUCTlON INSTALL 18" CLASS Ill RCP-SD e st#sw
100.14 L.F. @ 5.74% SLOPE \
Qo
< o “
> % RN
<& W \
PEDESTRIAN UNDERPAS 4 Y
- o ww oo B B wm S e —_
CONCRETE CULVERT PER DETAIL C-400/ e
TR o S N SIEE
0 L I S R U S S S S S
T FOOTHILL DR. |
: : EXIST GRADE @ CL

THEu

UNIVERSITY

OFUTAH

72 CENTRAL CAMPUS DR.
SALT LAKE CITY, UT 84112
Phone: 801.255.0529
UDOT
4501 CONSTITUTION BLVD
TAYLORSVILLE, UT 84129
CONTACT:
LYNN JACOBS

10 0 5 10 2
| PHONE: 801.965.4000
(IN FEET)

HORZ: 1inch= 10 ft.

HORIZONTAL GRAPHIC SCALE
2 0 10 2 40

e g

(IN FEET)

HORZ: 1inch= 20 ft.
VERT: 1inch =4 ft.

FOOTHILL DR.
SALT LAKE CITY, UTAH

FINAL PLAN SET

INTEGRATED PEDESTRIAN UNDERPASS

2' MIN COVER

4" CONCRETE TRAIL

FL(Out-SW)=4759.70
FL(n-SE)=4759.70

INSTALL 18" CLASS Il RCP-SD °
93.97 LF. @ 2.08% SLOPE

...... CPM JCH

: DATE: INITIAL: REASON:

| PLAN PROFILE

PROJECT NUMBER
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PRINT DATE
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CALL BLUESTAKES

@ 811 AT LEAST 48 HOURS

PRIOR TO THE

Know what's below. COMMENCEMENT OF ANY
Call before you dig. CONSTRUCTION.

12" RCP SD DIVERSION PIPE

THEu

UNIVERSITY
OF UTAH

72 CENTRAL CAMPUS DR.
SALT LAKE CITY, UT 84112
Phone: 801.255.0529

GENERAL NOTES:

STREAM DIVERSION STRUCTURE

EARTHEN BERM

1. ALL SALT LAKE CITY STANDARDS SHALL BE FOLLOWED

FOR THE DURATION OF THE PROJECT. Ggg:T
2. PROVIDE SHORING FOR ANY EXCAVATION MORE THAN 5 o l 4501 CONSTITUTION BLVD
FT PER OSHA REQUIREMENTS. DIVERSION PIPE OUTLET TAYLORSVILLE, UT 84129

3. ANY ITEMS OF HISTORIC IMPORTANCE DISCOVERED
UPON FURTHER EXCAVATION SHALL BE REPORTED TO
THE PROPER AUTHORITIES.

4. OVERHEAD POWER LINES SHALL BE MONITORED AT ALL |
TIMES WHEN CRANES ARE IN OPERATION DUE TO THE
CLOSE PROXIMITY OF THE PROJECT.

5. COMPACTION OF SOIL SHALL FOLLOW ASTM
STANDARDS TO 95% COMPACTION OF IN SITU SOIL OR
SIMILAR EQUIVALENT.

6. EXCESS SOIL SHALL BE REMOVED FROM SITE TO A
SPECIFIED LOCATION OF THE CONTRACTOR.

7. ALL REQUIRED PERMITS SHALL BE OBTAINED PRIOR TO
COMMENCEMENT OF EXCAVATION AND/OR

HORIZONTAL GRAPHIC SCALE CONTACT:
LYNN JACOBS

PHONE: 801.965.4000

10 0 5 10 20

(IN FEET)
HORZ: 1inch = 10 ft.

CONSTRUCTION, T L Yoo
T v\
.V' _ . \ \\ \ N4 \

INSTALL SD COMBO #301

HORIZONTAL GRAPHIC SCALE
T0G=4772.77

FL(OUT-SW)=4759.70 20 0 10 2 40
R g R, S—
<

(IN FEET)
HORZ: 1inch = 20 ft

\
Vo U
VERT: 1inch =4 ft.

FOOTHILL DR.
SALT LAKE CITY, UTAH

FINAL PLAN SET

RATED PEDESTRIAN UNDERPASS

13+16.81 (31.26 R)

INTEG

DATE: INITIAL: REASON:

#
T
112
113
e
5

FL(Out-SW)=4759.70 -
FL(n-SE)=4759.70 -

| PLAN PROFILE

INSTALL 18" CLASS HI RCP-SD
100.14 LF. @ 5.74% SLOPE

FLOUtW)=4753.95 ; ; ; ; ; ; ; ; ; ; ; ; ; ; ; ; ; ; ; ; ; ;
FLON-NE)=475395. : . .. ....... .. LR T o KEIC IR I P R L L e EEEEEEEREEE L L LR T T T R e L R R FRIRENP

PROJECT NUMBER PRINT DATE
] 4910.231.2 2023-04-18

: : : : : : : : : : : : : : : : : : : : : . . : : JACOB HANSEN
INSTALL 18" CLASS lll RCP-SD - : : : : : : : : : : : : : : : : : : : : : : : LI0843528
] PROJECT MANAGER DESIGNED BY
1 CPM JCH
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TYPICAL 8 GRAVITY WALL SECTION

THE

UNIVERSITY

FILL CORES WITH CLEAN GROUND LEVEL SLOPE

1"@ CRUSHED STONE AS MIN.2% AWAY FROM BLOCKS |
EACH COURSE IS SET. OF UTAH
72 CENTRAL CAMPUS DR.
SALT LAKE CITY, UT 84112
) A 6" STANDARD ‘ Phone: 801.255.0529
TOP BLOCK _ FOR:
: UDOT
HIGHTING PACKAGE 4501 CONSTITUTION BLVD
CHAMFER (TYP.) 36" sBTL/é)NCD{\RD ) ‘ L TAYLORSVILLE, UT 84129
— N\ CONTACT:
80" LYNN JACOBS
2-INCH CURB — D [5=35" PHONE: 801.965.4000
FOLLOWED BY —
LANDSCAPED LIP 7'6"
| PARTIALLY DIVERTED
10.0' MIN STREAM
2-INCH COBBLESTONE L D
LINER
6-INCH THICK WALL
~1.5'—
- D NATIVE SOIL EDGE
| \ (M I OF EXCAVATION
2_0' : 1.5| \ 2.5 i W
SHOULDE | 12.0°MIN SI OULDER (N ! | | BACKFILLED NATIVE
j “‘ \ / 0.7 LEVELlNGM SOIL COMPACTED
: PAD IN'PLACE AS EACH
L J/ * COURSE IS SET.
~1.5 - NONWOVEN
GEOTEXTILE FILTER
20.0° PERFORATED
CRUSHED STONE DRAIN PIPE
LEVELING PAD AS SPECIFIED
22.0' 6" MIN. DEPTH BY ENGINEER

Note: This drawing was prepared by Verti-Crete, LLC for estimating and conceptual design purposes only. All information in
believed to be true and accurate; however Verti-Crete, LLC assumes no responsibility for the use of this drawing for actual
constfruction. Determination of the suitability of each drawing is the sole responsibility of the user. Final designs for construction
purposes must be performed by a registered Professional Engineer, using the actual conditions of the proposed site.

\YJ E RTI DRAWN BY DATE DWG NO.
M R FONTANESI | 12/21/2017 GW_QO
B OCK 4500 50UTH s00wesT | TYPICAL 8' GRAVITY WALL SECTION

BLUFFDALE, UTAH 84065 GRAVELY/SANDY SOIL (35°)
PHONE: (801) 571-2028 LEVEL BACKSLOPE, NO SURCHARGE
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